MC LINEAR LIGHT

APPLICATIONS:

It can be widely used for decoration, shopping malls, palaces, Trade shows, supermarkets, conference halls, Schools, Hospitals, Meeting Room
factories, Theater, cinemas, kitchens and corridor etc.....

FEATURES:

The product used as pure light source, using LED technology, human and environment friendly, no PB, Hg nor UV. Do not cause any flickering and electromagnetic
interference. High power saving fixture, no decay and color temperature shift.

.

ITEM DESCRIPTION
Input voltage 220 - 240 VAC
frequency 50 /60 HZ
Power Factor 0.95
CcCcT 3000K-4000K- 6500K
CRI >90%
LED EFFICIENCY 80LM/W
90%

POWER EFFICIENCY

CHINA POWER SUPPLY

POWER SUPPLY
LED TYPE 2835 SMD
MATERIALS ALUMANUM - PC -FRIENDLY MATERYAL
BEAM ANGLE 120°
LIFE TIME 30000 HOURS
OPERATING TEMP -20°CTO+55° C
STORAGE TEMP -40°CTO +85°C
MOUNTING RECESSED - SUSBENDED
IP RATING IP 20 -1P 40
WARRANTY 3 YEARS
K.S.A

MADE




LED LINEAR

ITEM
DIMENSIONS |DIMENSIONS WATT
SUSPENDED /RECESSED
4 SUSPENDED | RECESSED
MC LL 05 SCM*7CM 5CM *3.5 CM 30 -60W
MC LLO7 7CM*7CM 7CM *3.5 CM 60 - 70W
MC LLO10 10CM*7CM 10CM *3.5CM 70W -80W

E(0°) 3528
E(C90) 53.4 a70
E(CO) 504 457

90° 920°
E(0°) 882
E(C90) 53.4 92
g E(CO) 504 114

75° 75°
E(0°) 392
E(C90) 63.4 a1
100 E(CO) 504 51

60° 60°
E(0°) 220
150 5.4 E(C90) 53.4 23
20 4.8 E(CO) 50.4° 29
¢ # E(0°) 141
45 200 45 6.7 E(C90) 53.4° 15
25 6.0 E(CO)  50.4° 18
E(0%) 98
8.1 E(C90) 53.4° 10
3.0 73 E(C0) 50.4° 13
300 £0%) 72
9.4 E(C90) 53.4° 7.5
4 15 0 150 30° 35 8.5 E(CO) 504 9.3
Distance [m] Cone diameter [m] lluminance [Ix]

cd/klm n=65% CO - C180 (Beam angle: 100.8°)
Co-cCc180 C90 - C270 €90 - C270 (Beam angle: 106.8°)
POLR DIAGRAM CON DIAGRAM



